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Certificate of constancy of performance 

1137-CPR-0614/69-02 

In compliance with Regulation (EU) 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the Construction Products 
Regulation or CPR), this certificate applies to the construction product 

Road Restraint Systems : Safety barrier 

DOLRE N232 

Containment level N2 

Impact severity B 

Normalized working width W3 

Normalized vehicle intrusion / 

Normalized dynamic deflection 0,9 m 

 

Durability Steel galvanized in accordance with EN ISO 1461 

Resistance to snow removal No performance declared 

Dangerous substance None 
 

placed on the market under the name or trade mark of 

DESAMI SPRL  

Rue Salinas 17    BE-5380 Fernelmont  

 
and produced in the manufacturing plant 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

DESAMI SPRL  

Sifride Demoulin 2    BE-6240 Farciennes  

This certificate attests that all provisions of the regulation R/CE 1 69 and all provisions concerning the assessment and verification of constancy 
of performance (AVCP) described in Annex ZA of the standard(s) 

EN 1317-5:2007+A2:2012/AC:2012 

under system 1 for the performance set out in this certificate are applied and that the factory production control conducted by the manufacturer 
is assessed to ensure the 

constancy of performance of the construction product. 

This certificate was first issued on 08/10/2018 and will remain valid as long as neither the harmonised standard, the construction product, the 
AVCP system nor the manufacturing conditions in the plant are modified significantly, unless suspended or withdrawn by COPRO. 

The validity of this certificate must be verified on the website from COPRO (www.copro.eu). 

Zellik, 05/05/2022 

 
 
 
 
 

 
ir. Dirk VAN LOO 

CEO 
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